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PRICELIST OF METAL FURNITURE

A tax should be added to the given net prices. The prices are valid for the following colors: RAL 7035 (light gray), RAL 1015 (beige), RAL 9005
(black), RAL 6033 (green), RAL 5010 (blue). Other colors require an additional charge. The surcharge for delivery depends on the type of
cabinet. Transport does not include unloading and assembly. For details, promotions, discounts, please contact us.

NO. | DIMENSIONS | DESCRIPTION ' PRICE NET
CABINETS FOR PLANS AND MAPS
1 External dimensions: A ten-drawer cabinet adapted to store maps, plans, technical documentation and | 4439 zt
width: 980 mm polygraphic assemblies with a maximum A-1 format. It is made of black sheet,
depth: 680 mm 0.6-2.0 mm thick, painted with powder paints (epoxy-polyester). The drawers
height: 866 mm move on telescopic slides with a lock preventing falling out. The whole is closed
usable area of drawers: . . .
S with one central lock. Cabinet weight 98 kg.
width: 898 mm
depth: 655 mm
height: 65 mm
2 External dimensions: A five-drawer cabinet adapted to store maps, plans, technical documentation and | 2595 zt
width: 980 mm polygraphic assemblies with a maximum A-1 format. The drawers move on
depth: 680 mm telescopic slides with a lock preventing falling out. The whole is closed with one
height: 496 mm central lock. Cabinet weight 61 kg.
usable area of drawers:
width: 898 mm
depth: 655 mm
height: 65 mm
3 External dimensions: Seven-drawer cabinet with illuminated countertop is adapted to store maps, plans, | 5175 zt
width: 980 mm technical documentation and polygraphic assemblies with the maximum A-1
depth: 680 mm format. It also acts as an assembly table that allows working on documents with a
height: 866 mm transparent base.
usable area of drawers:
width: 898 mm
depth: 655 mm
height: 65 mm
4 External dimensions: A five-drawer cabinet adapted to store maps, plans, technical documentation and | 2922 zt
width: 1138 mm polygraphic assemblies with a maximum B-1 format. The drawers move on
depth: 800 mm telescopic slides with a lock preventing falling out. The whole is closed with one
height: 562 mm central lock. Cabinet weight 78 kg.
usable area of drawers:
width: 1057 mm
depth: 767 mm
height: 65 mm




SMP/A0 External dimensions SMP/A0: The table is an excellent proposition mainly for printing, surveying laboratories | SMP/A1

SMP/A1 width: 1330 mm and all kinds of design offices. It allows you to perform any work on documents | 2840 zt
depth: 1048 mm with a transparent base, ie corrections and outlines. The table is made of black
height: 866 mm sheet, 1 mm thick, base from a section with a 30x30 mm square section. Top
External dimensions SMP/A1: . . . S
width: 980 mm glued with a filler made of two layers of glass. Fixed lighting in SMP/AO 6/40W. | SMP/AQ
depth: 785 mm 3872 zk
height: 866 mm
External dimensions: A twelve-drawer cabinet adapted to store maps, plans, technical documentation 3403 z1
width: 435 mm and polygraphic assemblies with a maximum A-3 format. The drawers move on
depth: 540 mm telescopic slides with a lock preventing falling out. The whole is closed with one
height: 1032 mm central lock. Cabinet weight 57 kg.
usable area of drawers:
width: 354 mm
depth: 500 mm
height: 65 mm
External dimensions: A five-drawer cabinet adapted to store maps, plans, technical documentation and | 3618 zt
width: 1330 mm polygraphic assemblies with a maximum A-0 format. The drawers move on
depth: 930 mm telescopic slides with a lock preventing falling out. The whole is closed with one
height: 562 mm central lock. The capacity of the drawer is 35 kg. Cabinet weight 98 kg.
usable area of drawers:
width: 1248 mm
depth: 900 mm
height: 65 mm

OFFICE CABINETS

BU/W-2 External dimensions: Office cabinet with two shelves and glazed hinged doors, closed with a latch bolt | 1405 zt

width: 900 mm lock at three points. Doors are suspended on pin hinges. Cabinet is made of black
— depth: 420 mm sheet, 0.8-1 mm thick. Cabinet doors have a glazing made of tempered glass,
height: 1220 mm closed with a latch lock, bolting at three points and finished with a handle. The
o cabinet is equipped with two metal shelves. The whole is painted with powder
l . paints (epoxy-polyester) in RAL7035 color (light gray).
BU/W-3 External dimensions: Office cabinet, two-part. The upper part has two metal shelves and a pair of | 2080 zt

width: 900 mm
depth: 420 mm
height: 1920 mm

swinging doors made of tempered glass which are suspended on pin hinges. The
lower part is equipped with one metal shelf closed with full hinged doors. The
cabinet doors are closed with a latch bolt lock, locking at three points and
finished with handles.




10 BU/W-4 External dimensions: A cabinet with four shelves and a glazed hinged door, closed with a latch bolt | 2132 zt
width: 900 mm lock at three points. The cabinet has two swing-door wings suspended on pin
depth:.420 mm hinges. Cabinet doors have a glazing made of tempered glass, closed with a latch
height: 1920 mm lock, bolting at three points and finished with a handle. The cabinet is equipped

with four metal shelves.
11 BU/4-1 External dimensions: The office cabinet has one wing doors suspended on pin hinges. It is equipped | 1363 zt
width: 600 mm with four shelves adjustable every 90 mm. Made of black sheet, 0.8-1 mm thick,
| depth:.420 mm painted with powder paints (epoxy-polyester) in RAL 7035 color. Closed with a
‘ height: 1920 mm cam lock, locking at three points and finished with a handle. Lifting capacity: 50
o kg.
12 BP/4 External dimensions: An office cabinet equipped with a sliding door system is widely used in small 1969 zt

- width: 900 mm spaces where there is no room for opening the hinged door. It is equipped with

w i depth:.420 mm four shelves adjustable every 90 mm. Locked with two cylinder locks - upper and

‘ W height: 1920 mm lower. Lifting capacity: 50 kg. Cabinet weight 59 kg.
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13 BPN/1 External dimensions: Extension for office cabinets with sliding doors. Locked with a cylinder lock. 802 zt
width: 900 mm Weight of the extension is 18 kg.
depth: 420 mm
height: 500 mm

14 External dimensions: An office cabinet equipped with a sliding door system is widely used in small 1356 zt

width: 900 mm
depth: 420 mm
height: 1220 mm

spaces where there is no room for opening the hinged door. It is equipped with
two shelves adjustable every 90mm. Locked with two cylinder locks - upper and
lower. Lifting capacity: 50 kg. The weight of the cabinet is 43 kg.




15 BUS/3 External dimensions: The office cabinet has two swing door wings suspended on pin hinges. It is | BUS/3 2193 zt
Fre———— = width: 900 mm equipped with a lockable box with a cam lock, locking at three points and three
i depth:.420 mm shelves adjustable every 90 mm. Locked with a cam lock, locking at three points
w height: 1920 mm and finished with a handle. Lifting capacity: 50 kg. Cabinet weight 60 kg.
: f width: 1000 mm
ﬂ' : E % depth: 420 mm BUS/3.100 2269 zt
M' | height: 1920 mm
L
o ol
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16 BU/4 External dimensions: The office cabinet has two swing door wings suspended on pin hinges. It is BU/4 1820 zt
f— width: 900 mm equipped with four shelves adjustable every 90 mm. Locked with a cam lock,
dePth:'420 mm locking at three points and finished with a handle. Lifting capacity: 50 kg. The
height: 1920 mm weight of the cabinet is 62 kg.
width: 1000 mm
depth: 420 mm BU/4.100 1900 zt
height: 1920 mm
17 External dimensions: Extension for office cabinets with hinged doors. It has two swing door wings BUN/1 661 zt
width: 900 mm suspended on pin hinges. Locked with a cam lock, locking at three points and
depth: 420 mm finished with a handle. Weight of the upper unit 13 kg.
height: 500 mm
width: 1000 mm
height: 500 mm
18 Ey.(ternal dimensions: The office cabinet has two swing door wings suspended on pin hinges. It is BU/2 1205 zt
width: 900 mm equipped with two shelves adjustable every 90 mm. Locked with a cam lock,
depth:.420 mm locking at three points and finished with a handle. Lifting capacity: 50 kg.
height: 1220 mm Cabinet weight 40 kg.
width: 1000 mm BU/2.100 1268 zi
depth: 420 mm
height: 1220 mm
19 External dimensions: Cabinet/gondola used for the presentation of products outside the buildings. | 2735 zt

width: 925 mm
depth: 685 mm
height: 1160 mm (with wheels)

Gondola is equipped with two perforated shelves and a solid perforated bottom.
Shelves are adjustable. The gondola has an aluminum roll-up shutter with a lock
and a handle for easy closing and opening. Color is RAL 9006.




20 External dimensions: An office cabinet equipped with a shutter door system is widely used in small 2191 zt
width: 1000 mm spaces where there is no room for opening the hinged door. It is equipped with
depth:.420 mm four shelves adjustable every 90 mm. Locked with a cam lock. Lifting capacity:
height: 1920 mm 50 kg. Cabinet weight 48 kg.
21 BZN/1 EI.(ternal dimensions: Extension for office cabinets with sliding doors. Made of black sheet metal 0.8- 1038 zt
width: 1000 mm Imm. Locked with a cam lock.
depth: 420 mm
height: 500 mm
22 BZ/2 External dimensions: An office cabinet equipped with a shutter door system is widely used in small 1488 z1
width: 1000 mm spaces where there is no room for opening the hinged door. It is equipped with
depth:.420 mm two shelves adjustable every 90 mm. Locked with a cam lock. Lifting capacity:
height: 1220 mm 50 kg. Cabinet weight 41 kg.
FILING CABINETS
23 External dimensions: The three-drawer filing cabinet on wheels is equipped with a pencil case and three | 1054 zt
width: 440 mm drawers. One of the drawers is adapted to store A4-size suspension files. It is
depth:'SOO mm made of black sheet metal 0.6-2.0 mm thick. Drawers move on telescopic slides
hel%)}it' 685 rnrfn 1d . with a blockade preventing falling out. The whole is closed with one central lock.
asi?ith'e ; ggz:n(;nsma rawers: The container has a blockade allowing only one drawer to be removed, which
d epth; 420 mm helps to maintain the stability of the container.
height: 105 mm
24 External dimensions: The four-drawer filing cabinet on wheels is equipped with a pencil case and four 1146 z1

width: 440 mm
depth: 500 mm
height: 685 mm
usable area of drawers:
width: 360 mm
depth: 420 mm
height: 135 mm

drawers. One of the drawers is adapted to store A4-size suspension files. It is
made of black sheet metal 0.6-2.0 mm thick. Drawers move on telescopic slides
with a blockade preventing falling out. The whole is closed with one central lock.
The container has a blockade allowing only one drawer to be removed, which
helps to maintain the stability of the container.




25 Ad/4 External dimensions: A four-drawer cabinet adapted to store A-4 format files horizontally. The drawers | 1715 zt
e width: 400 mm move on telescopic slides with a lock preventing falling out. The whole is closed
- dePthi 580 mm with one central lock. Drawer capacity approx. 2,000 files, maximum load: 45 kg.
L height: 1093 mm Cabinet weight 40 kg.
— usable area of drawers:
— width: 320 mm
\ depth: 500 mm
height: 240 mm
26 External dimensions: A three-drawer cabinet adapted to store A-4 format files horizontally. The 1371 zt
width: 400 mm drawers move on telescopic slides with a lock preventing falling out. The whole
depth:.SSO mm is closed with one central lock. Drawer capacity approx. 2,000 files, maximum
Ei;gb}ii ji‘fafg}ndrawers: load: 45 kg. Cabinet weight 32 kg.
width: 320 mm
depth: 500 mm
height: 240 mm
27 Ad4/2 External dimensions: A two-drawer cabinet adapted to store A-4 format files horizontally. The drawers | 1112 zt
g —— width: 400 mm move on telescopic slides with a lock preventing falling out. The whole is closed
! ﬁZ?tﬁt568003Hri1Hr; with one central lock. Drawer capacity approx. 2,000 files, maximum load: 45 kg.
- usa%)le area of drawers: Cabinet weight 23 kg.
. width: 320 mm
\___ depth: 500 mm
height: 240 mm
28 AS/5 External dimensions: A five-drawer cabinet adapted to store A-5 format files. The drawer has a 2080 zt
= width: 540 mm partition that allows two rows of files to be arranged horizontally. The drawers
— depth: 580 mm move on telescopic slides with a lock preventing falling out. The whole is closed
— height: 1038 rrflm . with one central lock. Drawer capacity approx. 4000 files, maximum drawer load:
= asi?ilt)}:'ejggz;n(;ndrawers. 80 kg. The cabinet has a lock allowing only one drawer to be pulled out, which
depth: 500 mm maintains its stability. The weight of the cabinet is 50 kg.
N | height: 180 mm
29 A5/3 External dimensions: A three-drawer cabinet adapted to store A-5 format files. The drawer has a 1397 zt
— width: 540 mm partition that allows two rows of files to be arranged horizontally. The drawers
i depth: 580 mm move on telescopic slides with a lock preventing falling out. The whole is closed
—— height: 668 rnrfn . with one central lock. Drawer capacity approx. 4000 files, maximum drawer load:
i asi?ilt)}:'ejggz;n(;ndrawers. 80 kg. The cabinet has a lock allowing only one drawer to be pulled out, which
| depth: 500 mm maintains its stability. The weight of the cabinet is 33 kg.
=u) height: 180 mm
30 A5/2 External dimensions: A two-drawer cabinet adapted to store A-5 format files. The drawer has a 1137 zt

width: 540 mm
depth: 580 mm
heigth: 483 mm

usable area of drawers:

width: 460 mm
depth: 500 mm
height: 180 mm

partition that allows two rows of files to be arranged horizontally. The drawers
move on telescopic slides with a lock preventing falling out. The whole is closed
with one central lock. Drawer capacity approx. 4000 files, maximum drawer load:
80 kg. The cabinet has a lock allowing only one drawer to be pulled out, which
maintains its stability. The weight of the cabinet is 25 kg.




31 AS5/4 External dimensions: A four-drawer cabinet adapted to store A-5 format files. The drawer has a 1768 z1
P— width: 400 mm partition that allows two rows of files to be arranged vertically. The drawers
| ' depth: 580 mm move on telescopic slides with a lock preventing falling out. The whole is closed
| hel*‘iﬁt: 1093 r}"g ) with one central lock. Drawer capacity approx. 4000 files, maximum drawer load:
r——y 3?;;;;8;‘; rawers: 45 kg. The cabinet has a lock allowing only one drawer to be pulled out, which
e depth: 500 mm maintains its stability. The weight of the cabinet is 41 kg.
\ — height: 240 mm
—
32 A6/5 External dimensions: A five-drawer cabinet adapted to store A-6 format files. The drawer has a 2161 zt
- width: 540 mm partition that allows four rows of files to be arranged vertically. The drawers
=1 depth: 580 mm move on telescopic slides with a lock preventing falling out. The whole is closed
—— hm%ﬁt 1038 rrflr(ril . with one central lock. Drawer capacity approx. 8000 files, maximum drawer load:
— asi?lthf}jgg?n(;n rawers: 80 kg. The cabinet has a lock allowing only one drawer to be pulled out, which
“"‘ﬂ depth: 500 mm maintains its stability. The weight of the cabinet is 53 kg.
height: 180 mm
33 External dimensions: A four-drawer cabinet adapted to store A-4 format binders and suspension files 1820 zt
width: 421 mm horizontally. Drawers slide on telescopic slides with a safety lock that prevents
depth: 580 mm them from falling out. The whole is closed with one central lock. Drawer capacity
height: 1330 mm approx. 60 suspension files, maximum drawer load: 45 kg. The cabinet has a lock
usable area of drawers: . . T . .
width: 340 mm allowing only one drawer to be pulled out, which maintains its stability. Cabinet
depth: 500 mm weight 49 kg.
height: 295 mm
34 External dimensions: A two-drawer cabinet adapted to store A-4 format binders and suspension files 1181 zt
width: 421 mm horizontally. Drawers slide on telescopic slides with a safety lock that prevents
depth: 580 mm them from falling out. The whole is closed with one central lock. Drawer capacity
height: 720 mm approx. 60 suspension files, maximum drawer load: 45 kg. The cabinet has a lock
usable area of drawers: . . N . .
width: 340 mm allgwmg only one drawer to be pulled out, which maintains its stability. Cabinet
depth: 500 mm weight 29 kg.
height: 295 mm
35 External dimensions: A three-drawer cabinet adapted to store A-4 format binders and suspension files | 1458 zt
width: 421 mm horizontally. Drawers slide on telescopic slides with a safety lock that prevents
depth: 580 mm them from falling out. The whole is closed with one central lock. Drawer capacity
== height: 1025 mm approx. 60 suspension files, maximum drawer load: 45 kg. The cabinet has a lock
usable area of drawers: . . e o .
— width: 338 mm allgwmg only one drawer to be pulled out, which maintains its stability. Cabinet
: depth: 500 mm weight 38 kg.
height: 295 mm
36 External dimensions: A four-drawer cabinet adapted to store A-4 format binders and suspension files | 2473 zt

width: 771 mm
depth: 580 mm
height: 1330 mm

usable area of drawers:

width: 690 mm
depth: 500 mm
height: 295 mm

horizontally, in two rows. Drawers slide on telescopic slides with a safety lock
that prevents them from falling out. The whole is closed with one central lock.
Maximum drawer load: 80 kg. The cabinet has a lock allowing only one drawer
to be pulled out, which maintains its stability. Cabinet weight 70 kg.




37 External dimensions: A three-drawer cabinet adapted to store A-3 format binders and suspension files 1820 z1
width: 540 mm horizontally. Drawers slide on telescopic slides with a safety lock that prevents
depth:.SSO mm them from falling out. The whole is closed with one central lock. Drawer capacity
height: 1223 mm approx. 60 suspension files, maximum drawer load: 80 kg. The cabinet has a lock
usable area of drawers: . . . . .
S allowing only one drawer to be pulled out, which maintains its stability. Cabinet
width: 460 mm X
depth: 500 mm weight 49 kg.
height: 365 mm
38 External dimensions: A seven-drawer cabinet adapted for storing B-5 envelopes horizontally. The | 3092 zt
width: 620 mm drawer has a baffle to arrange two rows of envelopes. Drawers slide on telescopic
depth:.SSO mm slides with a safety lock that prevents them from falling out. The whole is closed
height: 1758 mm with one central lock. Maximum drawer load: 80 kg. The cabinet has a lock
usable area of drawers: . . RO .1 .
S allowing only one drawer to be pulled out, which maintains its stability. Cabinet
width: 540 mm 5
s | depth: 500 mm weight 81 kg.
height: 225 mm
39 KOP/7/1 External dimensions: A seven-drawer cabinet adapted for storing B-5 envelopes horizontally (one row | 2583 zt
width: 360 mm of envelopes in a drawer). Drawers slide on telescopic slides with a safety lock
depth:.SSO mm that prevents them from falling out. The whole is closed with one central lock.
height: 1758 mm Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
usable area of drawers: tob lled out. which maintains its stabilit
width: 280 mm o be pulled out, which maintains its stability.
depth: 500 mm
height: 225 mm
40 External dimensions: A six-drawer cabinet adapted for storing B-5 envelopes horizontally. The drawer | 2685 zt
width: 620 mm has a baffle to arrange two rows of envelopes. Drawers slide on telescopic slides
dePch.SSO mm with a safety lock that prevents them from falling out. The whole is closed with
height: 1523 mm one central lock. Maximum drawer load: 80 kg. The cabinet has a lock allowing
usable area of drawers: . v . . .
. only one drawer to be pulled out, which maintains its stability. Cabinet weight 72
width: 540 mm
depth: 500 mm kg.
height: 225 mm
41 External dimensions: A six-drawer cabinet adapted for storing B-5 envelopes horizontally (one row of | 2246 zt
width: 360 mm envelopes in a drawer). Drawers slide on telescopic slides with a safety lock that
dePch.SSO mm prevents them from falling out. The whole is closed with one central lock.
height: 1523 mm Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
usable area of drawers: tob lled out. which maintains its stabilit
width: 280 mm o be pulled out, which maintains its stability.
depth: 500 mm
height: 225 mm
42 External dimensions: A five-drawer cabinet adapted for storing B-5 envelopes horizontally (one row of | 1780 zt

width: 360 mm
depth: 580 mm
height: 1288 mm

usable area of drawers:

width: 280 mm
depth: 500 mm
height: 225 mm

envelopes in a drawer). Drawers slide on telescopic slides with a safety lock that
prevents them from falling out. The whole is closed with one central lock.
Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
to be pulled out, which maintains its stability.




43 External dimensions: A four-drawer cabinet adapted for storing B-5 envelopes horizontally. The drawer | 2280 zt
width: 620 mm has a baffle to arrange two rows of envelopes. Drawers slide on telescopic slides
depth: 580 mm with a safety lock that prevents them from falling out. The whole is closed with
height: 1288 mm one central lock. Maximum drawer load: 80 kg. The cabinet has a lock allowing
usable area of drawers: . e . o1 . .
width: 540 mm only one drawer to be pulled out, which maintains its stability. Cabinet weight 61
depth: 500 mm kg.
height: 225 mm
44 External dimensions: A four-drawer cabinet adapted for storing B-5 envelopes horizontally. The drawer | 1875 zt
width: 620 mm has a baffle to arrange two rows of envelopes. Drawers slide on telescopic slides
depth: 580 mm with a safety lock that prevents them from falling out. The whole is closed with
= height: 1053 mm one central lock. Maximum drawer load: 80 kg. The cabinet has a lock allowing
[ | usable area of drawers: . LT ..
— width: 538 mm only one drawer to be pulled out, which maintains its stability.
_— depth: 500 mm
height: 225 mm
45 KOP/4/1 External dimensions: A five-drawer cabinet adapted for storing B-5 envelopes horizontally (one row of | 1567 zt
width: 360 mm envelopes in a drawer). Drawers slide on telescopic slides with a safety lock that
e depth: 580 mm prevents them from falling out. The whole is closed with one central lock.
L height: 1053 mm Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
L ugable area of drawers: to be pulled out, which maintains its stability
= width: 280 mm ? ’
— depth: 500 mm
D —— height: 225 mm
46 KOP/3 External dimensions: A three-drawer cabinet adapted for storing B-5 envelopes horizontally. The 1527 zt
e — width: 620 mm drawer has a baffle to arrange two rows of envelopes. Drawers slide on telescopic
=1 depth: 580 mm slides with a safety lock that prevents them from falling out. The whole is closed
|=' height: 818 mm with one central lock. Maximum drawer load: 80 kg. The cabinet has a lock
| usable area of drawers . . L. J .
l width: 540 mm allgwmg only one drawer to be pulled out, which maintains its stability. Cabinet
=1 depth: 500 mm weight 40 kg.
\L\_—_-_-:_: height: 225 mm
47 KOP/3/1 External dimensions: A three-drawer cabinet adapted for storing B-5 envelopes horizontally (one row | 1230 zt
width: 360 mm of envelopes in a drawer). Drawers slide on telescopic slides with a safety lock
depth: 580 mm that prevents them from falling out. The whole is closed with one central lock.
- height: 818 mm Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
| usable area of drawers: . s . . . . . .
E width: 280 mm to .be pulled out, which maintains its stability. The cabinet is equipped with
depth: 500 mm adjustable feet.
height: 225 mm
48 KOP/2 External dimensions: A two-drawer cabinet adapted for storing B-5 envelopes horizontally. The drawer | 1244 zt

width: 620 mm
depth: 580 mm
height: 583 mm

usable area of drawers:

width: 540 mm
depth: 500 mm
height: 225 mm

has a baffle to arrange two rows of envelopes. Drawers slide on telescopic slides
with a safety lock that prevents them from falling out. The whole is closed with
one central lock. Maximum drawer load: 80 kg. The cabinet has a lock allowing
only one drawer to be pulled out, which maintains its stability. Cabinet weight 29
kg. Also used as an extension for a 5-drawer cabinet.




49 KOP/2/1 External dimensions: A two-drawer cabinet adapted for storing B-5 envelopes horizontally (one row of | 893 zt
width: 360 mm envelopes in a drawer). Drawers slide on telescopic slides with a safety lock that
depth: 580 mm prevents them from falling out. The whole is closed with one central lock.
height: 583 mm Maximum drawer load: 45 kg. The cabinet has a lock allowing only one drawer
us.ablfa area of drawers: to be pulled out, which maintains its stability. The cabinet is equipped with
width: 280 mm .
j depth: 500 mm adjustable feet.
] height: 225 mm
MEDICAL CABINETS
50 MD/1 External dimensions: The medical cabinet has one, pivotable door wing, suspended on pin hinges. It is | 1744 zt
| width: 600 mm made of black metal sheet 0.8-1 mm thick. Cabinet doors have a glazing made of
depth: 420 mm tempered glass. They are closed with a cam lock, locking at three points and
N height: 1800 mm finished with a handle. The cabinet is equipped with four shelves made of
| tempered glass with a maximum lifting capacity of 25 kg.
51 External dimensions: The medical cabinet has one, pivotable door wing, suspended on pin hinges. 1973 zt
width: 600 mm Cabinet doors and sides have a glazing made of tempered glass. They are closed
depth: 420 mm with a cam lock, locking at three points and finished with a handle. The cabinet is
height: 1800 mm equipped with four shelves made of tempered glass with a maximum lifting
capacity of 25 kg.
52 MD/2 External dimensions: The medical cabinet has one, pivotable door wing, suspended on pin hinges. | 2368 zt
— I width: 900 mm Cabinet doors have a glazing made of tempered glass. They are closed with a cam
TT depth: 420 mm lock, locking at three points and finished with a handle. The cabinet is equipped
= height: 1800 mm with four shelves made of tempered glass with a maximum lifting capacity of 25
’g | kg.
LIl |
53 External dimensions: The medical cabinet has two pivotable door wing, suspended on pin hinges. | 2565 zt

width: 900 mm
depth: 420 mm
height: 1800 mm

Cabinet doors and sides have a glazing made of tempered glass. They are closed
with a cam lock, locking at three points and finished with a handle. The cabinet is
equipped with four shelves made of tempered glass with a maximum lifting
capacity of 25 kg.




54 MDW/1 External dimensions: Two-part medical cabinet. The upper part has glass wing suspended on hinged | 1774 zt
width: 600 mm pegs and two shelves made of tempered glass with max. lifting capacity 25 kg.
depth: 420 mm The lower part is equipped with one glass shelf closed with full hinged doors. The
A p quipp g g
N height: 1800 mm door is closed with a cam lock, bolting at three points and finished with a handle.
g p
1 As a standard, the cabinet has adjustable feet.
|
55 MDBW/1 External dimensions: Two-part medical cabinet. The upper part has a tempered glass front and sides. | 1973 zt
g width: 600 mm Glass door wing is suspended on hinged pegs. There are also two shelves made of
1 depth: 420 mm tempered glass with max. lifting capacity 25 kg. The lower part is equipped with
1. . p g g capacity g p quipp
] height: 1800 mm one glass shelf closed with full hinged doors. The door is closed with a cam lock,
5 ‘: bolting at three points and finished with a handle. As a standard, the cabinet has
- adjustable feet.
L
56 MDW/2 External dimensions: Two-part medical cabinet. The upper part has a two-wing tempered glass door | 2368 zt
width: 900 mm and sides. Glass door wing is suspended on hinged pegs. There are also two
depth: 420 mm shelves made of tempered glass with max. lifting capacity 25 kg. The lower part
8 . p g g capacity g p
‘ height: 1800 mm is equipped with one glass shelf closed with full hinged doors. The door is closed
‘ ‘ } ‘ with a cam lock, bolting at three points and finished with a handle. As a standard,
i the cabinet has adjustable feet.
57 MDBW/2 External dimensions: Two-part medical cabinet. The upper part has a two-wing tempered glass door | 2565 zt
< width: 900 mm and sides. Glass door wing is suspended on hinged pegs. There are also two
ol 40N depth:.420 mm shelves made of tempered glass with max. lifting capacity 25 kg. The lower part
- height: 1800 mm is equipped with one glass shelf closed with full hinged doors. The door is closed
f with a cam lock, bolting at three points and finished with a handle. As a standard,
‘ i the cabinet has adjustable feet.
STORAGE RACKS
58 RM width: 900 mm Storage rack. The set consists of four load-bearing columns perforated every RM/3 595 zt
r - depth: 2000 mm 55mm, made of black sheet with a thickness of 2.0mm and five profiled shelves RM/4 741 zt
T height: ) made of sheet metal of a thickness of. 0.8 mm. The whole is bolted with screws RM/5 812zt
| RM/3: 300 mm with a diameter of 6 mm. On request, we additionally make side and rear RM/6 889 zt
= RM/4: 400 mm . . ... . .
RM/5- 500 mm protective strips. RM-4, RM-5, RM-6 have additional reinforcements. Maximum
RM/6: 600mm lifting capacity - 70 kg.
59 width/height/depth Five-shelf storage rack. The unit includes: four profiled legs (1.5 mm sheet), five | RSM/300-5/250 749 z
900/1950/300 mm shelves (MDF board 3-10 mm thick) and a set of profiled shelf brackets (sheet | RSM/400-5/250 818 zt
gggﬁ }ggg; ‘5188 mm 0.8-1 mm), four pcs/one shelf. The legs and rack supports are made of hot- Egﬁ; 2882; %28 ggg Z:
900/1950/600 mm galvanized sheet. The rack is not painted and is made in three load variants: 60 RSM/300-5/150 692 t

kg, 150 kg, 250 kg. RM-4, RM-5, RM-6 have additional reinforcements.
Maximum lifting capacity - 70 kg.

RSM/400-5/150
RSM/500-5/150
RSM/600-5/150

749 zk
795 zk
863 zt




60 RSM/300-4 width/height/depth Four-shelf storage rack. The unit includes: four profiled legs (1.5 mm sheet), four | RSM/300-4/250 423 zk
900/1500/300 mm shelves (MDF board 3-10 mm thick) and a set of profiled shelf brackets (sheet | RSM/400-4/250 464 zkt
gggﬁ ggg; ‘5188 mm 0.8-1 mm), four pcs/one shelf. The legs and rack supports are made of hot- Egﬁ; 2881; %28 gg; Z:
» - mm . . . . . . . - Z
p— 900/1500/600 mm ialvs;&zlfd 821156(;:;( The rack is not painted and is made in three load variants: 60 RSM/300-4/150 390 zt
! & & & RSM/400-4/150 423 7t
RSM/500-4/150 455 zt
. = -'I RSM/600-4/150 488 zt
et
61 RSM/300-3 width/height/depth Three-shelf storage rack. The unit includes: four profiled legs (1.5 mm sheet), | RSM/300-3/250 432 zk
900/1050/300 mm three shelves (MDF board 3-10 mm thick) and a set of profiled shelf brackets | RSM/400-3/250 478 zk
900/1050/400 mm (sheet 0.8-1 mm), four pcs/one shelf. The legs and rack supports are made of hot- RSM/500-3/250 523 zt
900/1050/500 mm galvanized sheet. The rack is not painted and is made in three load variants; 60 | RSM/600-3/250 569 zk
) 900/1050/600 mm " . RSM/300-3/150 409 zi
tﬂ kg, 150 kg, 250 kg. RM-4, RM-5, RM-6 have additional reinforcements. | poyiio0 3150 443 21
] Maximum lifting capacity - 70 kg. RSM/500-3/150 466 zt
KJ*, RSM/600-3/150 512 zk
CLOTHES WARDROBES
62 BHP/2/2 External dimensions: The two-door wardrobe is equipped with a shelf, side hangers and a bar for 1031 zt
- width: 600 mm clothes hangers. It is made of black metal sheet 0.6-1.0 mm thick. Lockable cam
depth:.490 mm lock in the MASTER KEY system. The whole is mounted on a plinth made of
height: 1800 mm galvanized steel (painted) 1.0 mm thick. Weight of the wardrobe is 37 kg.
r
ol
63 BHP/2/2L. External dimensions: The two-door wardrobe with a bench is equipped with a shelf, side hangers and a | 1335 zt
; width: 600 mm bar for clothes hangers. There are ventilation openings in the hatch doors.
| dePth:.490 mm Lockable cam lock in the MASTER KEY system. Base - a bench made of a
! }l;Zii}Illthggli rzréls o closed profile with a 30 x 30 mm square section. The seat is made of wooden
overall height: 2157 mm slats covered with transparent lacquer.
i)
64 BHP/2/2L.P External dimensions: The two-door wardrobe with a bench is equipped with a shelf, side hangers and a | 1397 zt

width: 600 mm
depth: 490 mm
height: 1752 mm

bar for clothes hangers. Cache doors are made of perforated metal, allowing full
insight into the inside. Lockable cam lock in the MASTER KEY system. Base - a




|

bench height: 405 mm
overall height: 2157 mm

bench made of a closed profile with a 30 x 30 mm square section. The seat is
made of wooden slats covered with transparent lacquer. Weight of the wardrobe
is 37 kg.

BHP/2/2NP

65 External dimensions: The two-door wardrobe with a bench is equipped with a shelf, side hangers and a | 1169 zt
width: 600 mm bar for clothes hangers. Cache doors are made of perforated metal, allowing full
depth: 490 mm insight into the inside. Lockable cam lock in the MASTER KEY system. Base -
helght2.1752 mm legs made of a closed profile with a 30 x 30 mm square section. Weight of the
legs helgh.t : 100 mm wardrobe is 37 kg
overall height: 1852 mm )

o

66 BHP/3/3 External dimensions: The three-door wardrobe with a bench is equipped with a shelf, side hangers and | 1518 zt
width: 900 mm a bar for clothes hangers. Lockable cam lock in the MASTER KEY system. The
depth: 490 mm whole is mounted on a plinth made of galvanized steel (painted) 1.0 mm thick.
height: 1800 mm Weight of the wardrobe is 53 kg.

67 BHP800/2/2 External dimensions: The two-door wardrobe is equipped with a shelf, side hangers and a bar for | 1314 zt

=l width: 800 mm clothes hangers. Each wardrobe has an internal division (clean/dirty). Lockable

depth: 490 mm cam lock in the MASTER KEY system. The whole is mounted on a plinth made
height: 1800 mm of galvanized steel (painted) 1.0 mm thick. Weight of the wardrobe is 50 kg.

68 BHP800/2/2L. External dimensions: The two-door wardrobe is equipped with a shelf, side hangers and a bar for | 1638 zt
width: 800 mm clothes hangers. Each wardrobe has an internal division (clean/dirty). Lockable
depth: 490 mm cam lock in the MASTER KEY system. Base - a bench made of a closed profile
height: 1.752 mm with a 30 x 30 mm square section. The seat is made of wooden slats covered with
bench helght: 405 mm transparent lacquer. Weight of the wardrobe is 50 kg
overall height: 2157 mm ’ ’

69 BHP400/1/1 External dimensions: The one-door wardrobe is equipped with a shelf, side hangers and a bar for | 753 zt




width: 400 mm
depth: 490 mm
height: 1800 mm

clothes hangers. Each wardrobe has an internal division (clean/dirty). Lockable
cam lock in the MASTER KEY system. The whole is mounted on a plinth made
of galvanized steel (painted) 1.0 mm thick. Weight of the wardrobe is 50 kg.

h
70 BHP400/1/1L. External dimensions: The one-door locker is equipped with a shelf, side hangers and a bar for clothes | 1003 zt
& width: 400 mm hangers. Each locker has an internal division (clean/dirty). Lockable cam lock in
dePth:'490 mm the MASTER KEY system. Base - a bench made of a closed profile with a 30 x
height: 1.752 mm 30 mm square section. The seat is made of wooden slats covered with transparent
bench height: 405 mm 1
F overall height: 2157 mm acquer.
I
\-——'

71 External dimensions: The two-door wardrobe is equipped with three shelves on the left side and one | 1539 zt
width: 800 mm shelf, side hangers and a bar for clothes hangers on the right side. Right side has
dePth:'490 mm an internal division (clean/dirty). Lockable cam lock in the MASTER KEY
height: 1800 mm system. The whole is mounted on a plinth made of galvanized steel (painted) 1.0

mm thick. Weight of the wardrobe is 49 kg.

72 BHP/2/2UPT External dimensions: The wardrobe has two swinging door wings on the pin hinges. The left | 1327 zt

width: 600 mm compartment of the wardrobe is equipped with four fixed shelves; the right
Eues depth: 490 mm compartment has a top shelf, below a bar for clothes hangers and side hangers.

height: 1800 mm

Lifting capacity: 45 kg. There are ventilation openings in the door of the
wardrobe. Locked with locking bolt in three points.




73 BHP/2/2SPT External dimensions: The wardrobe has two swinging door wings on the pin hinges. The left | 1306 zt
width: 600 mm compartment of the wardrobe is equipped with four fixed shelves and a free
R— depth:.490 mm space, eg. for a bucket. The right side of the wardrobe is adapted to store cleaning
i height: 1800 mm utensils: mops, brushes, etc. Lifting capacity: 45 kg. There are ventilation
openings in the door of the wardrobe. Locked with locking bolt in three points.
74 BHP/2/2PT External dimensions: The wardrobe has two swinging door wings on the pin hinges and four fixed | 1268 zt
width: 600 mm shelves. Lifting capacity: 45 kg. There are ventilation openings in the door of the
el depth: 490 mm wardrobe. Locked with locking bolt in three points.
s height: 1800 mm
WORK LOCKERS
75 BHP/2/4 External dimensions: Four-door locker. Each locker is equipped with side hangers and a bar for clothes | 1174 zt
width: 600 mm hangers. There are ventilation openings in the hatch doors. The locker is made of
ﬁePdﬁ; 419508[““ black metal sheet 0.6-1.0 mm thick. Each locker is closed with cam locks. The
elg M mm . . . . .
locker height: 830 mm whole is mounted on a plinth made of galvanized steel (painted) 1.0 mm thick.
76 External dimensions: Six-door locker. Each locker is equipped with side hangers and a bar for clothes | 1693 zi

width: 900 mm

depth: 490 mm
height: 1800 mm
locker height: 830 mm

hangers. There are ventilation openings in the hatch doors. Each locker is closed
with cam locks. The weight of the locker is 50 kg.




77 BHP/2/6 External dimensions: Six-door locker. There are ventilation openings in the hatch doors. Each locker is | 1285 zt
| g width: 600 mm closed with cam locks. The weight of the locker is 36 kg.
depth: 490 mm
height: 1800 mm
= locker height: 545 mm
Ao |
2
[
*
\L-———I-.
78 BHP/2/8 External dimensions: Eight-door locker. There are ventilation openings in the hatch doors. Each locker | 1395 zt
] width: 600 mm is closed with cam locks. The weight of the locker is 38 kg.
¥ depth: 490 mm
= height: 1800 mm
" locker height: 405 mm
T
i
l\i---—-—.
79 External dimensions: Eight-door storage locker with a bench. Cache doors are made of perforated | 1761 zt
width: 600 mm metal, allowing full insight into the inside. Lockers are closed with cam locks.
ﬁePtE; 4197053“11 Base - a bench made of a closed profile with a 30 x 30 mm square section. The
eight: mm . .
locker height: 405 mm seat is made of wooden slats covered with transparent lacquer.
overall height: 2157 mm
bench height: 405 mm
80 BHP/2/10 External dimensions: Ten-door locker. There are ventilation openings in the hatch doors. Each locker is | 1507 zt
1 width: 600 mm closed with cam locks. The weight of the locker is 39 kg.
e depth: 490 mm
i height: 1800 mm
‘ - locker height: 320 mm
81 BHPL/1/2 External dimensions: The two-door locker is equipped with a shelf, side hangers and a bar for clothes | 1049 zt

-

width: 400 mm
depth: 490 mm
height: 1800 mm

hangers. The doors are made in the L-shape. Each door is closed with a cam lock.
Cabinet weight 31 kg.




82 BHPL/1/2L. External dimensions: The two-door wardrobe is equipped with a shelf, side hangers and a bar for | 1300 zt
B width: 400 mm clothes hangers. The doors are made in the L-shape. Each door is closed with a
depth:.490 mm cam lock. Base - a bench made of a closed profile with a 30 x 30 mm square
height: 1752 mm section. The seat is made of wooden slats covered with transparent lacquer.
bench height: 405 mm
overall height: 2157 mm
83 BHPL/2/4 External dimensions: The four-door locker is equipped with a shelf, side hangers and a bar for clothes | 1723 zt
| width: 800 mm hangers. The doors are made in the L-shape. Each door is closed with a cam lock.
B depth: 490 mm Cabinet weight 56 kg.
L | height: 1800 mm
i
84 BHPL/2/4L. External dimensions: The two-door locker is equipped with a shelf, side hangers and a bar for clothes | 2046 zt
[T width: 800 mm hangers. The doors are made in the L-shape. Each door is closed with a cam lock.
B ﬁePtE; 419705r2nm Base - a bench made of a closed profile with a 30 x 30 mm square section. The
eight: mm . .
bench height: 405 mm seat is made of wooden slats covered with transparent lacquer.
|| overall height: 2157 mm
85 BHPL/2/4P External dimensions: The four-door locker is equipped with a shelf, side hangers and a bar for clothes | 1801 zt
: width: 800 mm hangers. The doors are made of perforated metal and they are in the L-shape.
depth: 490 mm Each door is closed with a cam lock.
height: 1800 mm
86 External dimensions: A cloakroom bench is made of a closed profile with a 30 x 30 mm square section. | LSZ/600 338 zt
— width: 350 mm The seat is made of wooden slats covered with transparent lacquer. £57/800 375z
ﬁepﬂﬁ; 405 mm ESZ/1000 469 zt
eight:
E.S7/600: 600 mm £S7/1200 541 zt
£.S7/300- 800 LSZ/1500 641 zt
: 800 mm
£SZ/1000: 1000 mm 15272000 1117 zk
£S7/1200: 1200 mm
SCHOOL LOCKERS
87 BHP/3/12/MG External dimensions: Twelve-door storage locker. The lockers are arranged in three columns of four | 2187 zt

width: 900 mm
depth: 490 mm
height: 1800 mm

Locker dimensions:
width: 254 mm
height: 405 mm

rows. In each of the locker there is a shelf for school supplies. There are
ventilation openings in the hatch doors. It is made of black metal with a thickness
of 0.6-1.5 mm, painted with powder paints (epoxy-polyester). Each door is closed
with a cam lock in the MASTER KEY system. The whole is mounted on a plinth
made of galvanized steel (painted) with a thickness of 1.0 mm. On the fronts of
the cabinets it is possible to make graphic motifs using the Ink-jet pigment
technique. This method allows an excellent color reproduction, the print is
additionally covered with a layer of laminate increasing its resistance to
mechanical damage.




88 BHP/3/12/MS External dimensions: Twelve-door storage locker. The lockers are arranged in three columns of four | 1986 zt
width: 900 mm rows. In each of the locker there is a shelf for school supplies. There are
depth:.490 mm ventilation openings in the hatch doors. Each door is closed with a cam lock in
height: 1500 mm the MASTER KEY system.

Locker dimensions:
width: 254 mm
height: 348 mm

89 BHP/3/12/MP External dimensions: Twelve-door storage locker. The lockers are arranged in three columns of four | 1688 zt
width: 900 mm rows. There are ventilation openings in the hatch doors. Each door is closed with
depth: 490 mm a cam lock in the MASTER KEY system.
height: 1300 mm
Locker dimensions:
width: 254 mm
height: 284 mm

90 BHP/2/8/MG External dimensions: Eight-door storage locker. The lockers are arranged in two columns of four rows. | 1685 zt
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1800 mm KEY system
Locker dimensions:
width: 257 mm
height: 405 mm

91 BHP/2/8/MS External dimensions: Eight-door storage locker. The lockers are arranged in two columns of four rows. | 1330 zt

width: 600 mm
depth: 490 mm
height: 1500 mm

Locker dimensions:
width: 257 mm
height: 348 mm

In each of the locker there is a shelf for school supplies. There are ventilation
openings in the hatch doors. Each door is closed with a cam lock in the MASTER
KEY system.




92 BHP/2/8/MP External dimensions Eight-door storage locker. The lockers are arranged in two columns of four rows. | 1229 zt
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1300 mm KEY system
Locker dimensions:
width: 257 mm
height: 284 mm
93 BHP/2/6/MG External dimensions: Six-door storage locker. The lockers are arranged in two columns of three rows. | 1492 zi
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1800 mm KEY system
Locker dimensions:
width: 257 mm
height: 545 mm
94 BHP/2/6/MS External dimensions Six-door storage locker. The lockers are arranged in two columns of three rows. | 1229 zt
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1500 mm KEY system
Locker dimensions:
width: 257 mm
height: 461 mm
95 BHP/2/6/MP External dimensions: Six-door storage locker. The lockers are arranged in two columns of three rows. 1147 zt

width: 600 mm
depth: 490 mm
height: 1300 mm

Locker dimensions:
width: 257 mm
height: 395 mm

In each of the locker there is a shelf for school supplies. There are ventilation
openings in the hatch doors. Each door is closed with a cam lock in the MASTER
KEY system.




96 BHP/3/9/MG External dimensions: Nine-door storage locker. The lockers are arranged in three columns of three | 1918 zt
i width: 900 mm rows. In each of the locker there is a shelf for school supplies. There are
. depth:.490 mm ventilation openings in the hatch doors. Each door is closed with a cam lock in
e height: 1800 mm the MASTER KEY system.
Locker dimensions:
il width: 563 mm
height: 291 mm
97 BHP/3/9/MS External dimensions: Nine-door storage locker. The lockers are arranged in three columns of three | 1782 zt
width: 900 mm rows. In each of the locker there is a shelf for school supplies. There are
dePth:'490 mm ventilation openings in the hatch doors. Each door is closed with a cam lock in
height: 1500 mm the MASTER KEY system.
mEE Locker dimensions:
el = width: 254 mm
B 5 height: 461 mm
98 BHP/3/9/MP External dimensions: Nine-door storage locker. The lockers are arranged in three columns of three | 1680 zt
width: 900 mm rows. In each of the locker there is a shelf for school supplies. There are
depth:'490 mm ventilation openings in the hatch doors. Each door is closed with a cam lock in
height: 1300 mm the MASTER KEY system.
=== Locker dimensions:
== width: 254 mm
i height: 395 mm
99 BHP/3/6/MG External dimensions: Six-door storage locker. The lockers are arranged in three columns of two rows. | 1963 zt
width: 900 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1800 mm KEY system
Locker dimensions:
width: 254 mm
height: 830 mm
100 BHP/3/6/MS External dimensions: Six-door storage locker. The lockers are arranged in three columns of two rows. | 1813 zt

width: 900 mm
depth: 490 mm
height: 1500 mm

Locker dimensions:
width: 254 mm
height: 695 mm

In each of the locker there is a shelf for school supplies. There are ventilation
openings in the hatch doors. Each door is closed with a cam lock in the MASTER
KEY system.




101 BHP/3/6/MP External dimensions: Six-door storage locker. The lockers are arranged in three columns of two rows. | 1685 zt
width: 900 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1300 mm KEY system
Locker dimensions:
width: 254 mm
height: 595 mm
102 BHP/2/4/MG External dimensions: Four-door storage locker. The lockers are arranged in two columns of two rows. | 1434 zt
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1800 mm KEY system
Locker dimensions:
width: 257 mm
height: 830 mm
103 BHP/2/4/MS External dimensions: Four-door storage locker. The lockers are arranged in two columns of two rows. | 1268 zt
width: 600 mm In each of the locker there is a shelf for school supplies. There are ventilation
depth: 490 mm openings in the hatch doors. Each door is closed with a cam lock in the MASTER
height: 1500 mm KEY system
Locker dimensions:
width: 257 mm
height: 695 mm
104 BHP/2/4/MP External dimensions: Four-door storage locker. The lockers are arranged in two columns of two rows. | 1178 zt

width: 600 mm
depth: 490 mm
height: 1300 mm

Locker dimensions:
width: 257 mm
height: 595 mm

In each of the locker there is a shelf for school supplies. There are ventilation
openings in the hatch doors. Each door is closed with a cam lock in the MASTER
KEY system.




BHP/4/4/MG

External dimensions:

105 . Four-door storage locker. It is equipped with an upper and lower shelf for books | 2403 zt
width: 1200 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
III height: 1800 mm
106 BHP/4/4/MS External dimensions: Four-door storage locker. It is equipped with an upper and lower shelf for books | 2172 zt
width: 1200 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
MIIII height: 1500 mm
107 BHP/4/4/MP External dimensions: Four-door storage locker. It is equipped with an upper and lower shelf for books | 1988 zt
width: 1200 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
! height: 1300 mm
108 BHP/3/3/MG External dimensions: Three-door storage locker. It is equipped with an upper and lower shelf for books | 1826 zt

il

width: 900 mm
depth: 490 mm
height: 1800 mm

and school supplies, side hangers and a bar for clothes hangers. Each door is
closed with a cam lock in the MASTER KEY system.




109

BHP/3/3/MS

External dimensions:

. Three-door storage locker. It is equipped with an upper and lower shelf for books | 1677 zt
width: 900 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
height: 1500 mm
110 BHP/3/3/MP External dimensions: Three-door storage locker. It is equipped with an upper and lower shelf for books | 1525 zt
width: 900 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
M height: 1300 mm
111 BHP/2/2/MG External dimensions: Two-door storage locker. It is equipped with an upper and lower shelf for books | 1267 zt
—_ width: 600 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
[= =<2 depth: 490 mm closed with a cam lock in the MASTER KEY system.
height: 1800 mm
112 BHP/2/2/MS External dimensions: Two-door storage locker. It is equipped with an upper and lower shelf for books | 1126 zt

width: 600 mm
depth: 490 mm
height: 1500 mm

and school supplies, side hangers and a bar for clothes hangers. Each door is
closed with a cam lock in the MASTER KEY system.




113 BHP/2/2/MP External dimensions: Two-door storage locker. It is equipped with an upper and lower shelf for books | 1030 zt
width: 600 mm and school supplies, side hangers and a bar for clothes hangers. Each door is
depth: 490 mm closed with a cam lock in the MASTER KEY system.
height: 1300 mm
CABINETS FOR CLASSIFIED DOCUMENTS
114 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 2988 zt
width: 900 mm two swinging door wings suspended on pin hinges. It is equipped with five
depth: 420 mm adjustable shelves every 90 mm, which allows you to store documents in five
height: 1920 mm rows. It is made of black metal sheet 1.0 mm thick. Lockable with a cam lock,
locking at three points and finished with a handle and additionally with a key
certified lock (class A). The cabinet has two holes in the bottom for attachment to
the floor. The doors are equipped with sealing plugs. Lifting capacity: 50 kg. The
weight of the cabinet is 73 kg.
115 MONA122/2 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 2273 zt
i width: 900 mm two swinging door wings suspended on pin hinges. It is equipped with three
depth: 420 mm adjustable shelves every 90 mm, which allows you to store documents in three
b height: 1220 mm rows. It is made of black metal sheet 1.0 mm thick. Lockable with a cam lock,
as locking at three points and finished with a handle and additionally with a key
‘ certified lock (class A). The cabinet has two holes in the bottom for attachment to
\ the floor. The doors are equipped with sealing plugs. Lifting capacity: 50 kg. The
L = weight of the cabinet is 48 kg.
116 MONAO050/2 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 1540 zt
width: 900 mm two swinging door wings suspended on pin hinges. It is equipped with one shelf
dePth5 420 mm that masks the bottom of the cabinet, which allows you to store documents in a
height: 500 mm row. Lockable with a cam lock, locking at three points and finished with a handle
and additionally with a key certified lock (class A). The cabinet has two holes in
the bottom for attachment to the floor. The doors are equipped with sealing plugs.
The weight of the cabinet is 25 kg.
117 MONA192/1 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 2646 zt

width: 700 mm
depth: 420 mm
height: 1920 mm

one pair of swinging doors suspended on pin hinges. It is equipped with five
adjustable shelves every 90 mm, which allows you to store documents in five
rows. It is made of black metal sheet 1.0 mm thick. Lockable with a cam lock,
locking at three points and finished with a handle and additionally with a key
certified lock (class A). The cabinet has two holes in the bottom for attachment to
the floor. The doors are equipped with sealing plugs. Lifting capacity: 50 kg. The
weight of the cabinet is 60 kg.




118 MONA150/1 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 2412 zt
width: 700 mm one pair of swinging doors suspended on pin hinges. It is equipped with four
depth: 500 mm adjustable shelves every 90 mm, which allows you to store documents in four
height: 1500 mm rows. Lockable with a cam lock, locking at three points and finished with a
handle and additionally with a key certified lock (class A). The cabinet has two
- holes in the bottom for attachment to the floor. The doors are equipped with
l sealing plugs. Lifting capacity: 50 kg. The weight of the cabinet is 55 kg.
119 MONA070/1 External dimensions: The reinforced office cabinet is designed for storing classified documents. It has | 1533 zt
B width: 500 mm one pair of swinging doors suspended on pin hinges. It is equipped with two
depth: 500 mm adjustable shelves every 90 mm, which allows you to store documents in two
height: 700 mm rows. Lockable with a cam lock, locking at three points and finished with a
- handle and additionally with a key certified lock (class A). The cabinet has two
; holes in the bottom for attachment to the floor. The doors are equipped with
sealing plugs. Lifting capacity: 50 kg. The weight of the cabinet is 22 kg.
TWO-MODULE WORKSHOP TABLES
120 WS2.00 External dimensions: Two-module workshop table - a base (without additional equipment). The table is | 1598 zt
width: 1355 mm made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
depth: 730 mm with a 40 mm thick plywood table top. It can be equipped with adjustable feet.
T | height: 845 mm The table is suitable for mounting shelves and cabinets.
121 WS2.01 External dimensions: Workshop table with one shelf WP2. The table is made of metal profiles made of | 1878 zt
width: 1355 mm sheet metal with a thickness of 2 mm, equipped with a 40 mm thick plywood
depth: 730 mm table top. It can be equipped with adjustable feet. The table is suitable for
| height: 845 mm mounting shelves and cabinets.
122 WS2.02 External dimensions: Workshop table with two shelves WP2. The table is made of metal profiles made | 2158 zt
width: 1355 mm of sheet metal with a thickness of 2 mm, equipped with a 40 mm thick plywood
depth: 730 mm table top. It can be equipped with adjustable feet. The shelves are made of sheet
 Ip— | height: 845 mm metal with a thickness of 1 mm and they are additionally reinforced with a
! profile.
123 WS2.03 External dimensions: Workshop table with one WSZ-A cabinet. The table is made of metal profiles | 2339 zt

width: 1355 mm
depth: 730 mm
height: 845 mm

made of sheet metal with a thickness of 2 mm, equipped with a 40 mm thick
plywood table top. It can be equipped with adjustable feet. Table in RAL7035
color, door in RAL6033 color.




124 WS2.04 External dimensions: Workshop table with one shelf WP1 and cabinet WSZ-B. The table is made of | 2718 zt
width: 1355 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
— ﬁepth:.730 mm mm thick plywood table top. It can be equipped with adjustable feet. The shelf is
| cight: 845 mm made of sheet metal with a thickness of 1 mm, additionally reinforced with a
L — profile. Table in RAL7035 color, door and drawer in RAL6033 color.
125 WS2.05 External dimensions: Workshop table with two WP1 shelves and WSZ-C cabinet. The table is made of | 3368 zt
width: 1355 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
—_— depth: 730 mm mm thick plywood table top. It can be equipped with adjustable feet. The shelves
| :r-- height: 845 mm are made of sheet metal with a thickness of 1 mm, additionally reinforced with a
: profile.
126 WS2.06 External dimensions: Workshop table with WSZ-A and WSZ-B cabinets. The table is made of metal | 3320 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 40 mm
p— depth: 730 mm thick plywood table top. It can be equipped with adjustable feet. Table in
- height: 845 mm RAL7035 color, door and drawers in RAL6033 color.
127 WS2.07 External dimensions: Workshop table with WSZ-C and WSZ-B cabinets. The table is made of metal | 4071 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 40 mm
—a depth: 730 mm thick plywood table top. It can be equipped with adjustable feet. Table in
l -- height: 845 mm RAL7035 color, doors and drawers in RAL6033 color.
128 WS2.08 External dimensions: Workshop table with WSZ-C and WSZ-D cabinets. The table is made of metal | 4834 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 40 mm
N depth: 730 mm thick plywood table top. It can be equipped with adjustable feet. Table in
‘ ii height: 845 mm RAL7035 color, drawers in RAL6033 color.
129 WS2.09 External dimensions: Workshop table + WSZ-A cabinet + W-P1 shelf. The table is made of metal | 2478 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
i ' height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: body - RAL 7035, front - RAL 7035, 6033,
' ; 5010, 5005.
130 WS2.10 External dimensions: Workshop table with two shelves W-P1 and cabinet WSZ-A. The table is made of | 2617 zt
width: 1355 mm metal profiles made of sheet metal 2 mm thick, equipped with a 35 mm plywood
depth: 730 mm table top. The shelves are made of sheet 1 mm, additionally reinforced with a
i“ l height: 840 mm profile. The whole is painted as standard with powder paints (epoxy-polyester) in
‘ ', the following colors: body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
131 WS2.11 External dimensions: Workshop table with two WSZ-A cabinets. The table is made of metal profiles | 3080 zt

L[

width: 1355 mm
depth: 730 mm
height: 840 mm

made of sheet metal, 2 mm thick, equipped with a 35 mm plywood table top. The
shelves are made of sheet 1 mm, additionally reinforced with a profile. The whole
is painted as standard with powder paints (epoxy-polyester) in the following
colors: body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.




132 WS2.12 External dimensions: Workshop table with WSZ-A and WSZ-C cabinets. The table is made of metal | 3831 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
i. height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
I | polyester) in the following colors: body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
133 WS2.13 External dimensions: Workshop table with WSZ-A and WSZ-D cabinets. The table is made of metal | 4083 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
ii height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
' - polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
134 WS2.14 External dimensions: Workshop table + WSZ-B cabinet. The table is made of metal profiles made of | 2579 zt
width: 1355 mm sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table top.
- depth: 730 mm The shelves are made of sheet 1 mm, additionally reinforced with a profile. The
- height: 840 mm whole is painted as standard with powder paints (epoxy-polyester) in the
following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
135 WS2.15 External dimensions: Workshop table + 2 shelves WP1 + WSZ-B cabinet. The table is made of metal | 2857 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
136 WS2.16 External dimensions: Workshop table + WSZ-B cabinet + WSZ-B cabinet. The table is made of metal | 3560 zt
width: 1355 mm profiles made of sheet metal, 2 mm thick, equipped with a 35 mm thick plywood
depth: 730 mm table top. The shelves are made of sheet 1 mm, additionally reinforced with a
height: 840 mm profile. The whole is painted as standard with powder paints (epoxy-polyester) in
the following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
137 WS2.17 External dimensions: Workshop table + WSZ-B cabinet + WSZ-D cabinet. The table is made of metal | 4323 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
T 1 gePdﬁ:?;fomm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
-. eight: 540 mm with a profile. The whole is painted as standard with powder paints (epoxy-
i polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
138 WS2.18 External dimensions: Workshop table + WSZ-C cabinet. The table is made of metal profiles made of | 3090 zt

width: 1355 mm
depth: 730 mm
height: 840 mm

sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table top.
The shelves are made of sheet 1 mm, additionally reinforced with a profile. The
whole is painted as standard with powder paints (epoxy-polyester) in the
following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.




139 WS2.19 External dimensions: Workshop table + WSZ-C cabinet + WP1 shelf. The table is made of metal | 3229 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
140 WS2.20 External dimensions: Workshop table + two WSZ-C cabinets. The table is made of metal profiles made | 4582 zt
width: 1355 mm of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table
depth: 730 mm top. The shelves are made of sheet 1 mm, additionally reinforced with a profile.
height: 840 mm The whole is painted as standard with powder paints (epoxy-polyester) in the
following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
141 WS2.21 External dimensions: Workshop table + WSZ-D cabinet. The table is made of metal profiles made of 3342 zt
width: 1355 mm sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table top.
depth: 730 mm The shelves are made of sheet 1 mm, additionally reinforced with a profile. The
height: 840 mm whole is painted as standard with powder paints (epoxy-polyester) in the
following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
142 WS2.22 External dimensions: Workshop table + WSZ-D cabinet + WP1 shelf. The table is made of metal 3481 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
- ] 5010, 5005.
143 WS2.23 External dimensions: Workshop table + cabinet WSZ-D + 2 shelves W-P1 The table is made of metal | 3620 zt
width: 1355 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a worktop
depth: 730 mm made of plywood with a thickness of 35 mm. The shelves are made of sheet 1
height: 840 mm mm, additionally reinforced with a profile. The whole is painted as standard with
‘ I powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
[ . - RAL 7035, 6033, 5010, 5005.
144 WS2.24 External dimensions: Workshop table + two WSZ-D cabinets. The table is made of metal profiles made | 5086 zt

width: 1355 mm
depth: 730 mm
height: 840 mm

of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table
top. The shelves are made of sheet 1 mm, additionally reinforced with a profile.
The whole is painted as standard with powder paints (epoxy-polyester) in the
following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.




THREE-MODULE WORKSHOP TABLES

145 WS3.00 External dimensions: The table is made of metal profiles made of sheet metal with a thickness of 2 mm, | 2090 zt
width: 2000 mm equipped with a 40 mm thick plywood table top. It can be equipped with
e depth: 730 mm adjustable feet. The table is suitable for mounting shelves and cabinets.
height: 845 mm
146 WS3.01 External dimensions: The table is made of metal profiles made of sheet metal with a thickness of 2 mm, | 2497 zt
width: 2000 mm equipped with a 40 mm thick plywood table top. It can be equipped with
depth: 730 mm adjustable feet. The table is suitable for mounting shelves and cabinets.
— height: 845 mm
147 WS3.02 External dimensions: The table is made of metal profiles made of sheet metal with a thickness of 2 mm, | 2904 zt
width: 2000 mm equipped with a 40 mm thick plywood table top. It can be equipped with
depth: 730 mm adjustable feet. The table is suitable for mounting shelves and cabinets.
= height: 845 mm
148 WS3.03 External dimensions: Workshop table with one WSZ-A cabinet. The table is made of metal profiles | 2831 zt
width: 2000 mm made of sheet metal with a thickness of 2 mm, equipped with a 40 mm thick
depth: 730 mm plywood table top. It can be equipped with adjustable feet. Table is in color
— —.r—‘i height: 845 mm RAL7035, door in RAL6033 color.
149 WS3.04 External dimensions: Workshop table with one shelf WP2 and cabinet WSZ-B. The table is made of | 3351 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
depth: 730 mm mm thick plywood table top. It can be equipped with adjustable feet. The shelf is
— height: 845 mm made of sheet metal with a thickness of 1 mm, additionally reinforced with a
= profile. Table is in color RAL7035, door and drawer in RAL6033 color.
150 WS3.05 External dimensions: Workshop table with two WP2 shelves and WSZ-C cabinet. The table is made of | 4142 zt

width: 2000 mm
depth: 730 mm
height: 845 mm

metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
mm thick plywood table top. It can be equipped with adjustable feet. The shelves
are made of sheet metal with a thickness of 1 mm, additionally reinforced with a
profile. Table is in RAL7035 color, drawers in RAL6033 color.




151 WS3.06 External dimensions: Workshop table with WSZ-A and WSZ-B cabinet. The table is made of metal | 3812 zt
width: 2000 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 40 mm
e s depth: 730 mm thick plywood table top. It can be equipped with adjustable feet. Table is in
’ -‘J|'= height: 845 mm RAL7035 color, doors and drawers in RAL6033 color.
152 WS3.07 External dimensions: Workshop table with WSZ-C and WSZ-B cabinet, one shelf WP1. The table is | 4702 zt
width: 2000 mm made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
- depth: 730 mm with a 40 mm thick plywood table top. It can be equipped with adjustable feet.
1 Ti height: 845 mm The shelf is made of sheet metal with a thickness of 1 mm, additionally
L - - reinforced with a profile. Table is in RAL7035 color, doors and drawers in
RAL6033 color.
153 WS3.08 External dimensions: Workshop table with WSZ-C and WSZ-D cabinets, and two shelves WP1. The | 5604 zt
width: 2000 mm table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 40 mm thick plywood table top. It can be equipped with
‘ T height: 845 mm adjustable feet. The shelves are made of sheet metal with a thickness of 1 mm,
! -r 4 additionally reinforced with a profile. Table is in RAL7035 color, drawers in
’ RAL6033 color.
154 WS3.09 External dimensions: Workshop table with WSZ-C, WSZ-B and WSZ-A cabinets. The table is made of | 5304 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
I depth: 730 mm mm thick plywood table top. It can be equipped with adjustable feet. Table is in
] —i—i height: 845 mm RAL7035 color, doors and drawers in RAL6033 color.
E=l
155 WS3.10 External dimensions: Workshop table with cabinets WSZ-D, WSZ-C and WSZ-A. The table is made of | 6067 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
depth: 730 mm mm thick plywood table top. It can be equipped with adjustable feet. Table is in
““--i height: 845 mm RAL7035 color, door and drawers in RAL6033 color.
156 WS3.11 External dimensions: Workshop table with WSZ-D, WSZ-C and WSZ-B cabinet. The table is made of | 6307 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 40
depth: 730 mm mm thick plywood table top. It can be equipped with adjustable feet. The table is
I —-_i—i height: 845 mm in RAL7035 color, doors and drawers in RAL6033 color.
157 WS3.12 External dimensions: Workshop table with WSZ-A cabinet with one shelf WP2. The table is made of | 3111 zt

width: 2000 mm
depth: 730 mm
height: 845 mm

metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
mm plywood table top. The shelves are made of sheet 1 mm, additionally
reinforced with a profile. The whole is painted as standard with powder paints
(epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
6033, 5010, 5005.




158 WS3.13 External dimensions: Workshop table with WSZ-A cabinet + two WP2 shelves. The table is made of | 3391 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
' (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
| ! 6033, 5010, 5005.
159 WS3.14 External dimensions: Three-module table + two WSZ-A cabinets. The table is made of metal profiles 3572 zt
width: 2000 mm made of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood
depth: 730 mm table top. The shelves are made of sheet 1 mm, additionally reinforced with a
- — - height: 840 mm profile. The whole is painted as standard with powder paints (epoxy-polyester) in
'ﬁ“’* the following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
160 WS3.15 External dimensions: Three-module table + two WSZ-A cabinets + W-P1 shelf. The table is made of 3711 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
- 9 height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
(epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
. 6033, 5010, 5005.
161 WS3.16 External dimensions: Three-module table + two WSZ-A cabinets + two W-P1 shelves. The table is | 3850 zt
width: 2000 mm made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
depth: 730 mm with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
_ i height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
Tﬂr powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
. I - RAL 7035, 6033, 5010, 5005.
162 WS3.17 External dimensions: Three-module table + three WSZ-A cabinets. The table is made of metal profiles | 4313 zt

width: 2000 mm
depth: 730 mm
height: 840 mm

made of sheet metal, 2 mm thick, equipped with a 35 mm plywood table top. The
shelves are made of sheet 1 mm, additionally reinforced with a profile. The whole
is painted as standard with powder paints (epoxy-polyester) in the following
colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.




163 WS3.18 External dimensions: Three-module table + two WSZ-A cabinets + WSZ-B cabinet. The table is made | 4553 zt
width: 2000 mm of metal profiles made of sheet metal with a thickness of 2 mm, equipped with a
depth: 730 mm 35 mm plywood table top. The shelves are made of sheet 1 mm, additionally
; height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
T (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
= - 6033, 5010, 5005.
164 WS3.19 External dimensions: Three-module table + two WSZ-A cabinets + WSZ-C cabinet. The table is made | 5064 zt
width: 2000 mm of metal profiles made of sheet metal, 2 mm thick, equipped with a 35 mm thick
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
J polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
165 WS3.20 External dimensions: Three-module table + two WSZ-A cabinets + WSZ-D cabinet. The table is made | 5316 zt
width: 2000 mm of metal profiles made of sheet metal 2 mm thick, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
166 WS3.21 External dimensions: Three-module table + WSZ-A cabinet + WSZ-C cabinet. The table is made of | 4323 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
, =% height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
ﬁa (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
i 6033, 5010, 5005.
167 WS3.22 External dimensions: Three-module table + WSZ-A cabinet + WSZ-D cabinet. The table is made of | 4575 zt

"
L]

width: 2000 mm
depth: 730 mm
height: 840 mm

metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
mm plywood table top. The shelves are made of sheet 1 mm, additionally
reinforced with a profile. The whole is painted as standard with powder paints
(epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
6033, 5010, 5005.




168 WS3.23 External dimensions: Three-module table + WSZ-A cabinet + WSZ-B cabinet + W-P1 shelf. The table | 3951 zt
width: 2000 mm is made of metal profiles made of sheet metal, 2 mm thick, equipped with a 35
depth: 730 mm mm thick plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
(epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
6033, 5010, 5005.
169 WS3.24 External dimensions: Three-module table + WSZ-A cabinet + WSZ-B cabinet + two W-P1 shelves. | 4090 zt
width: 2000 mm The table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
?_ﬁr powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- I - RAL 7035, 6033, 5010, 5005.
170 WS3.25 External dimensions: Three-module table + WSZ-A cabinet + WSZ-C cabinet + W-P1 shelf. The table | 4462 zt
width: 2000 mm is made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
depth: 730 mm with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
= height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
W powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- RAL 7035, 6033, 5010, 5005.
171 WS3.26 External dimensions: Three-module table + WSZ-A cabinet + WSZ-C cabinet + two W-P1 shelves. | 4601 zt
width: 2000 mm The table is made of metal profiles made of sheet metal 2 mm thick, equipped
depth: 730 mm with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
. — height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
T powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
| - RAL 7035, 6033, 5010, 5005.
172 WS3.27 External dimensions: Three-module table + WSZ-A cabinet + WSZ-D cabinet + W-P1 shelf. The table | 4714 zt

.

width: 2000 mm
depth: 730 mm
height: 840 mm

is made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
additionally reinforced with a profile. The whole is painted as standard with
powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- RAL 7035, 6033, 5010, 5005.




173 WS3.28 External dimensions: Three-module table + WSZ-A cabinet + WSZ-D cabinet + 2 W-P1 shelves. The | 4853 zt
width: 2000 mm table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
s — height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
T powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
| - RAL 7035, 6033, 5010, 5005.
174 WS3.29 External dimensions: Three-module table + WSZ-A cabinet + WSZ-D cabinet + WSZ-B cabinet. The | 5556 zt
width: 2000 mm table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 35 mm thick plywood table top. The shelves are made of sheet 1
_ height: 840 mm mm, additionally reinforced with a profile. The whole is painted as standard with
_ﬁﬁ powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- - RAL 7035, 6033, 5010, 5005.
175 WS3.30 External dimensions: Three-module table + WSZ-B cabinet. The table is made of metal profiles made | 3071 zt
width: 2000 mm of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table
depth: 730 mm top. The shelves are made of sheet 1 mm, additionally reinforced with a profile.
s — height: 840 mm The whole is painted as standard with powder paints (epoxy-polyester) in the
= following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
176 WS3.31 External dimensions: Three-module table + WSZ-B cabinet + two W-P2 shelves. The table is made of | 3631 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
%—T (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
-I I 6033, 5010, 5005.
)
177 WS3.32 External dimensions: Three-module table + two WSZ-B cabinets. The table is made of metal profiles | 4052 zt

width: 2000 mm
depth: 730 mm
height: 840 mm

made of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood
table top. The shelves are made of sheet 1 mm, additionally reinforced with a
profile. The whole is painted as standard with powder paints (epoxy-polyester) in
the following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.




178 WS3.33 External dimensions: Three-module table + two WSZ-B cabinets + W-P1 shelf. The table is made of | 4191 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
: height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
%ﬁdﬁr (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
| 6033, 5010, 5005.
179 WS3.34 External dimensions: Three-module table + two WSZ-B cabinets + two W-P1 shelves. The table is | 4330 zt
width: 2000 mm made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
depth: 730 mm with a 35 mm thick plywood top. The shelves are made of sheet 1 mm,
: height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
AT powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
-- 1 - RAL 7035, 6033, 5010, 5005.
180 WS3.35 External dimensions: Three-module table + three WSZ-B cabinets. The table is made of metal profiles | 5033 zt
width: 2000 mm made of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood
depth: 730 mm table top. The shelves are made of sheet 1 mm, additionally reinforced with a
height: 840 mm profile. The whole is painted as standard with powder paints (epoxy-polyester) in
the following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
181 WS3.36 External dimensions: Three-module table + two WSZ-B cabinets + WSZ-A cabinet. The table is made | 4793 zt
width: 2000 mm of metal profiles made of sheet metal with a thickness of 2 mm, equipped with a
depth: 730 mm 35 mm plywood table top. The shelves are made of sheet 1 mm, additionally
; height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
%ﬁ_ﬁr (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
--. 6033, 5010, 5005.
182 WS3.37 External dimensions: Three-module table + two WSZ-B cabinets + WSZ-C cabinet. The table is made | 5544 zt

width: 2000 mm
depth: 730 mm
height: 840 mm

of metal profiles made of sheet metal, 2 mm thick, equipped with a 35 mm
plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.




183 WS3.38 External dimensions: Three-module table + two WSZ-B cabinets + WSZ-D cabinet. The table is made | 3895 zt
width: 2000 mm of metal profiles made of sheet metal with a thickness of 2 mm, equipped with a
depth: 730 mm 35 mm plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
(epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
6033, 5010, 5005.
184 WS3.39 External dimensions: Three-module table + WSZ-B cabinet + WSZ-C cabinet. The table is made of | 4563 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
! (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
| - 6033, 5010, 5005.
185 WS3.40 External dimensions: Three-module table + WSZ-B cabinet + WSZ-D cabinet. The table is made of | 4815 zt
width: 2000 mm metal profiles made of sheet metal with a thickness of 2 mm, equipped with a 35
depth: 730 mm mm plywood table top. The shelves are made of sheet 1 mm, additionally
height: 840 mm reinforced with a profile. The whole is painted as standard with powder paints
! (epoxy-polyester) in the following colors: Body - RAL 7035, Front - RAL 7035,
| - 6033, 5010, 5005.
186 WS3.41 External dimensions: Three-module table + WSZ-B cabinet + WSZ-C cabinet + two W-P1 shelves. The | 4841 zt
width: 2000 mm table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
“7 powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- I - RAL 7035, 6033, 5010, 5005.
187 WS3.42 External dimensions: Three-module table + WSZ-B cabinet + WSZ-D cabinet + W-P1 shelf. The table | 4954 zt

%

width: 2000 mm
depth: 730 mm
height: 840 mm

is made of metal profiles made of sheet metal with a thickness of 2 mm, equipped
with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
additionally reinforced with a profile. The whole is painted as standard with
powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
- RAL 7035, 6033, 5010, 5005.




188 WS3.43 External dimensions: Three-module table + WSZ-B cabinet + WSZ-D cabinet + two W-P1 shelves. | 5093 zt
width: 2000 mm The table is made of metal profiles made of sheet metal with a thickness of 2 mm,
depth: 730 mm equipped with a 35 mm plywood table top. The shelves are made of sheet 1 mm,
7 height: 840 mm additionally reinforced with a profile. The whole is painted as standard with
powder paints (epoxy-polyester) in the following colors: Body - RAL 7035, Front
?iﬁr - RAL 7035, 6033, 5010, 5005.
189 WS3.44 External dimensions: Three-module table + WSZ-C cabinet. The table is made of metal profiles made | 3582 zt
width: 2000 mm of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood table
depth: 730 mm top. The shelves are made of sheet 1 mm, additionally reinforced with a profile.
height: 840 mm The whole is painted as standard with powder paints (epoxy-polyester) in the
ij following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
190 WS3.45 External dimensions: Three-module table + WSZ-C cabinet + W-P2 shelf. The table is made of metal | 3862 zt
width: 2000 mm profiles made of sheet metal with a thickness of 2 mm, equipped with a 35 mm
depth: 730 mm plywood table top. The shelves are made of sheet 1 mm, additionally reinforced
; height: 840 mm with a profile. The whole is painted as standard with powder paints (epoxy-
polyester) in the following colors: Body - RAL 7035, Front - RAL 7035, 6033,
5010, 5005.
191 WS3-46 External dimensions: Three-module table + two WSZ-C cabinets. The table is made of metal profiles | 5074 zt
width: 2000 mm made of sheet metal with a thickness of 2 mm, equipped with a 35 mm plywood
depth: 730 mm table top. The shelves are made of sheet 1 mm, additionally reinforced with a
height: 840 mm profile. The whole is painted as standard with powder paints (epoxy-polyester) in
the following colors: Body - RAL 7035, Front - RAL 7035, 6033, 5010, 5005.
192 WSZ-A External dimensions: Single-door cabinet - WSZ-A. Cabinet is made of 1 mm sheet. Doors equipped | 741 zt

width: 607 mm
depth: 582 mm
height: 630 mm
cabinet door clearance:
width: 607 mm
height: 527 mm

with a key lock, one-point locking, made of 0.8 thick sheet metal. The cabinet has
one movable shelf. Color of RAL7035 table, door in RAL6033 color.




193 WSZ-B External dimensions: Cabinet with one door and one drawer - WSZ-B. Cabinet is made of 1 mm sheet. | 981 zt
width: 607 mm Doors equipped with a key lock, one-point locking, made of 0.8 mm sheet metal.
- depth: 582 mm Drawer closed with a key lock, equipped with full-length ball guides, max. lifting
height: 630 mm capacity 80 kg. Drawer front made of 1 mm sheet, drawer body made of 0.8 mm
- cgbmfet door clearance: sheet. Cabinet in RAL7035 color, doors and drawers in RAL6033 color.
width: 607 mm
height: 314 mm
194 WSZ-C External dimensions: Cabinet with three drawers - WSZ-C. Cabinet box made of 1 mm sheet. Drawers | 1492 zt
width: 607 mm closed with a central key lock, equipped with full extension ball guides, max.
depth: 582 mm lifting capacity 80 kg. Drawer front made of 1 mm sheet, drawer body made of
height: 630 mm 0.8 mm sheet. The cabinet has a lock and it allows to pull out only one drawer.
us.ablfa area of drawer: Cabinet in RAL7035 color, drawers in RAL6033 color.
width: 523 mm
depth: 500 mm
height: 150 mm
195 External dimensions: Cabinet with four drawers - WSZ-D. Cabinet is made of 1 mm sheet. Drawers | 1744 zi
width: 607 mm closed with a central key lock, equipped with full extension ball guides, max.
depth: 582 mm lifting capacity 80 kg. Drawer front made of 1 mm sheet, drawer body made of
height: 630 mm 0.8 mm sheet. The cabinet has a lock and it allows to pull out only one drawer.
usable area of drawer: Cabinet in RAL7035 color, drawers in RAL6033 color.
width: 523 mm
depth: 500 mm
height: 117 mm
EXTENSIONS FOR WORKBENCHES
196 W-2N-1 External dimensions: Extension with two perforated panels. The extension is made of metal profiles, | 403 zt
width: 1355 mm equipped with two perforated panels that allow the installation of additional
height: 530 mm equipment (eg screwdriver, keys, containers).
197 W-2N-2 External dimensions: Extension with four perforated panels. The extension is made of metal profiles, | 736 zt
B 2 width: 1355 mm equipped with four perforated panels that allow the installation of additional
|r i height: 1020 mm equipment (eg screwdriver holders, keys, containers).
198 W-2N-3 External dimensions: Extension with one cabinet. The extension is made of metal profiles, equipped | 1073 zt
- width: 1355 mm with three perforated panels that allow the installation of additional equipment
: height: 1020 mm (eg screwdriver holders, keys, containers). The extension has one cabinet with a

shelf. Extension in RAL7035 color, and cabinet door in RAL6033 color.




199 W-2N-4 External dimensions: Extension with two cabinets. The extension is made of metal profiles, equipped | 1410 zt
width: 1355 mm with two perforated panels that allow the installation of additional equipment (eg
height: 1020 mm screwdriver, Kkeys, containers). The extension has two cabinets with a shelf.
Extension in RAL7035 color, and cabinet door in RAL6033 color.
200 W-2N-5 Ey.(ternal dimensions: Extension with two perforated panels and container holders. The extension is | 1026 zt
width: 1355 mm made of metal profiles, equipped with two perforated panels that allow the
height: 1020 mm installation of additional equipment (eg screwdriver, keys, containers). The
extension has four holders for small containers (6 containers each) and four
holders for large containers (4 containers each).
201 W-3N-1 External dimensions: Extension with three perforated panels. The extension is made of metal profiles, | 571 zt
. : width: 2000 mm equipped with three perforated panels that allow the installation of additional
& § height: 530 mm equipment (eg screwdriver holders, keys, containers).
202 W-3N-2 External dimensions: Extension with six perforated panels. The extension is made of metal profiles, | 1044 zt
width: 2000 mm equipped with six perforated panels, which allow the installation of additional
_ height: 1020 mm equipment (eg screwdriver holders, keys, containers).
|
203 W-3N-3 External dimensions: Extension with one cabinet. The extension is made of metal profiles, equipped | 1381 zt
width: 2000 mm with five perforated panels, which allow the installation of additional equipment
height: 1020 mm (eg screwdriver holders, keys, containers). The extension has one cabinet with a
shelf. Extension in RAL7035 color, and cabinet door in RAL6033 color.
204 W-3N-4 External dimensions: Extension with two cabinets. The extension is made of metal profiles, equipped | 1718 zt
width: 2000 mm with four perforated panels that allow the installation of additional equipment (eg
e : height: 1020 mm screwdriver holders, keys, containers). The extension has two cabinets with a
-E : - shelf. Extension in RAL7035 color, and cabinet door in RAL6033 color.
205 W-3N-5 External dimensions: Extension with three cabinets. The extension is made of metal profiles, equipped | 2055 zt

width: 2000 mm
height: 1020 mm

with three perforated panels that allow the installation of additional equipment
(eg screwdriver holders, keys, containers). The extension has three cabinets with
a shelf. Extension in RAL7035 color, and cabinet door in RAL6033 color.




206 W-3N-6 External dimensions: Extension with three perforated panels and container holders. The extension is | 1479 zt
width: 2000 mm made of metal profiles, equipped with three perforated panels that allow the
height: 1020 mm installation of additional equipment (eg screwdriver holders, keys, containers).
The extension has six holders for small containers (6 containers each) and six
holders for large containers (4 containers each).
207 W-0S2 External dimensions: Lighting for a two-module workshop table. It is made of metal profiles made of | 687 zt
; width: 1357 mm 1.5 mm sheet metal. Lighting is provided by a 36W fluorescent lamp in a closed
L 4 depth: 500 mm frame, switched on with a chain switch. The whole is screwed to the extreme
height: 480 mm posts of the extension. It is painted with powder paints (epoxy-polyester) in RAL
. 7035 color (light gray).
ﬁ
f
208 W-0S3 External dimensions: Lighting for a three-module workshop table. It is made of metal profiles made of | 727 zt
\ f width: 2003 mm 1.5mm sheet metal. Lighting is provided by a 36W fluorescent lamp in a closed
' ! dePth: 500 mm frame, switched on with a chain switch. The whole is screwed to the extreme
height: 480 mm posts of the extension.
209 External dimensions: Single-door cabinet - type F. Cabinet box made of 1 mm sheet. Doors equipped | 454 zt
width: 647 mm with a key lock, one-point locking, made of 0.8 thick sheet metal. The cabinet has
dePth: 250 mm one movable shelf. Cabinet in RAL7035 color, door in RAL6033 color.
height: 500 mm
cabinet clearance:
width: 558 mm
heigth: 440 mm
210 WWD-A External dimensions: The workshop trolley is equipped with a 18 mm worktop with non-slip coating, | 3433 zt
width: 1240 mm eight drawers, and rubber wheels with diameter @ 80.
depth: 650 mm
height: 916 mm
usable area of drawers:
width: 525 mm
depth: 500 mm
height: 160 mm
211 WWD-B External dimensions: The workshop trolley is equipped with a worktop made of 18 mm plywood with | 3169 zt

width: 1240 mm

depth: 650 mm

height: 916 mm

usable area of drawer:
width: 525 mm

depth: 500 mm

height: 160 mm

non-slip coating, four drawers and a cabinet closed with a single-leaf door.




212 WWD-C External dimensions: The workshop trolley is equipped with a worktop made of 18 mm plywood with | 2778 zt
width: 1240 mm non-slip coating, two drawers and two cabinets with one shelf closed with a
depth: 650 mm single-leaf door.
S height: 916 mm
I = usable area of drawer:
-- width: 525 mm
' v depth: 500 mm
height: 160 mm
213 WWD-D External dimensions: The workshop trolley is equipped with a worktop made of plywood with a | 2357 zt
width: 1240 mm thickness of 18 mm with non-slip coating and two cabinets closed with doors.
depth: 650 mm
height: 916 mm
214 WWD-E External dimensions: The workshop trolley is equipped with a worktop made of 18 mm thick plywood | 4400 zt
width: 1240 mm with non-slip coating and 10 drawers.
depth: 615 mm
wysokos¢: 916 mm
Drawers dimensions:
Height drawers 1-4: 115 mm
Height of 5 drawer: 160 mm
width: 525 mm
depth: 500 mm
215 WWM-A External dimensions: The workshop trolley is equipped with a 18 mm worktop with non-slip coating, | 2598 zt
width: 870 mm five drawers, one cabinet closed with doors, and rubber wheels with a diameter of
depth: 460 mm @ 80. The trolley body is made of 1 mm sheet. Doors with reinforcement are
N height: 850 mm equipped with a key lock with one point locking, made of 0.8 mm sheet metal. In
- the cabinet with the door there is 1 shelf made of 0.8 mm sheet. Drawers are
-l closed with a key lock, equipped with telescopic guides max. lifting capacity 80
L v kg. Drawer fronts are made of 1 mm sheet and drawers are made of 0.8 mm sheet.
216 WWM-B External dimensions: The workshop trolley is equipped with a 18 mm worktop with non-slip coating, | 2413 zt
width: 870 mm four drawers, one cabinet closed with doors, and rubber wheels with diameter @
depth: 460 mm 0.
ﬁ height: 850 mm
217 WWM-C External dimensions: The workshop trolley is equipped with a worktop made of 18 mm thick plywood | 2174 zt

width: 870 mm
depth: 460 mm
height: 850 mm

with non-slip coating, five drawers and a one-shelf cabinet with single-leaf doors.
The trolley is made of black metal with a thickness of 0.8mm-1 mm. The drawers
slide on telescopic slides with a safety lock preventing falling out. They are
closed with a central lock (each piece separately). The door is closed with a cam
lock with locking at one point. The maximum loading of the drawer slides: 80 kg.
The whole is placed on wheels with a diameter of 80 mm.




218 WWM-D External dimensions: The workshop trolley is equipped with a # 18 mm worktop with non-slip coating, | 1758 zt
width: 870 mm two drawers, two cabinets closed with doors, and rubber wheels with diameter @
depth: 460 mm 0.
‘, ii height: 850 mm
219 WWM-E External dimensions: Workshop trolley. It is equipped with a # 18 mm thick top with non-slip coating, | 3000 zt
width: 870 mm 8 drawers, and @ 80 wheels with rubber.
depth: 460 mm
height: 850 mm
=
220 WWS/4 External dimensions: Workshop trolley with four drawers. The trolley is equipped with a locking | 2137 zt
width: 650 mm system that allows only one drawer to be pulled out, which is stable. Compact and
depth 450 mm durable welded construction without any elements protruding beyond the outline
height: 950 mm of the trolley, ensures fully ergonomic, safe and functional use. The trolley is
made entirely of profiled high-quality sheet with a thickness of 0.8 to 2.0 mm.
Worktop is reinforced and padded with grooved rubber. The top edges are rolled
up, which prevents falling of the transported elements. All drawers extend on
telescopic, fully-mounted guides with full extension. Maximum capacity of one
drawer is 45 kg. Trolley is mounted on four large wheels @ 125 mm: 2 fixed and
2 torsional (1 with brake).
221 WWS/5 External dimensions: Workshop trolley with five drawers. The trolley is equipped with a locking 2332 zt
width: 650 mm system that allows only one drawer to be pulled out, which is stable. Compact and
depth 450 mm durable welded construction without any elements protruding beyond the outline
height: 950 mm of the trolley, ensures fully ergonomic, safe and functional use. The trolley is
made entirely of profiled high-quality sheet with a thickness of 0.8 to 2.0 mm.
Worktop is reinforced and padded with grooved rubber. The top edges are rolled
up, which prevents falling of the transported elements. All drawers extend on
telescopic, fully-mounted guides with full extension. Maximum capacity of one
drawer is 45 kg. Trolley is mounted on four large wheels @ 125 mm: 2 fixed and
2 torsional (1 with brake).
222 WWS/6 External dimensions: Workshop trolley with six drawers. The trolley is equipped with a locking system | 2439 zt

width: 650 mm
depth 450 mm
height: 950 mm

that allows only one drawer to be pulled out, which is stable. Compact and
durable welded construction without any elements protruding beyond the outline
of the trolley, ensures fully ergonomic, safe and functional use. The trolley is
made entirely of profiled high-quality sheet with a thickness of 0.8 to 2.0 mm.
Worktop is reinforced and padded with grooved rubber. The top edges are rolled
up, which prevents falling of the transported elements. All drawers extend on
telescopic, fully-mounted guides with full extension. Maximum capacity of one
drawer is 45 kg. Trolley is mounted on four large wheels @ 125 mm: 2 fixed and
2 torsional (1 with brake).




223

WWS/7

External dimensions:
width: 650 mm

depth 450 mm

height: 950 mm

Workshop trolley with seven drawers. The trolley is equipped with a locking
system that allows only one drawer to be pulled out, which is stable. Compact and
durable welded construction without any elements protruding beyond the outline
of the trolley, ensures fully ergonomic, safe and functional use. The trolley is
made entirely of profiled high-quality sheet with a thickness of 0.8 to 2.0 mm.
Worktop is reinforced and padded with grooved rubber. The top edges are rolled
up, which prevents falling of the transported elements. All drawers extend on
telescopic, fully-mounted guides with full extension. Maximum capacity of one
drawer is 45 kg. Trolley is mounted on four large wheels @ 125 mm: 2 fixed and
2 torsional (1 with brake).

2609 zt




